
 

 

 

 

 

 

The lightest 4-cylinder, 1.500 kg capacity tail-lift comes from Sörensen  

 
Tail lift manufacturer Sörensen presents a new 4-cylinder tail-lift with a capacity of 
1.500 kg and the lowest own weight in comparison to competitive products.  

After the introduction of the Euro-6 directive, payload is more than ever a priority. 
Each gained kilo counts. It’s been years that the tail-lift manufacturer Sörensen sets 
benchmarks in reducing the weight of its devices – of course with maximum perfor-
mance. 
One is vainly searching for products featuring a similar payload optimisation like this 
last Sörensen innovation in the catalogues of the competition. This new 4-cylinder tail-
lift, with a capacity of 1.500 kg weighs only 285 kg (with a standard platform 1.800 mm 
high), at a loading distance of 750 mm. With this new product, the tail-lift professionals 
reach the lowest weight, and therefore more payload, of its category. And we are not 
– as so often - talking about 5 or 10 kilos weight gain, that Sörensen lift weighs up to 
200 kg less than the products competing in the same category. 
This unbeatable advantage is obtained by using very modern materials along with the 
original X4-Technology. The smart design features especially the absence of an axle 
beam and the superposition of the lifting and tilting cylinders. In addition to a signifi-
cant weight reduction, this design grants a free access to the trailer hook and protects 
the cylinders from any maneuvering damages. The X4A 1501 can be used comforta-
bly with the famous Sörensen control panel. Maintenance-free bearings and the use 
of industrial components, exclusively manufactured in Europe by great names of the 
automotive industry guarantees a maximum performance with a minimum of life-
cycle-cost. As all Sörensen products, the X1A 1501 already passed successfully a series 
of tests by our quality department, such as 80.000 fully charged lifting cycles. It is 
certified by TÜV and KBA. 
The X4A 1501 will be presented at the IAA in Hanover, taking place from September 25 
through October 2, 2014. In addition to the X4A 1501, in hall 26, stand 42, one can also 
admire the premiere of the tail lift with integrated scissor lift, which is ready for a 
production in series. 
 
 
 


