
 

 

Sörensen Hydraulik GmbH • Osterrade 3 • 21031 Hamburg • Tel.: +49 (0)40/ 739 606 0 • www.soerensen.de 

 

 

 

Aim high – Sörensen tail-lift with integrated scissor-lift 

With this new innovation and its integrated scissor lift, called X1AH 750SL, the tail-lift 

professionals present a unique solution for all loading and unloading problems involving low 

vehicles on higher ramps. 

Two thirds of the total number of trucks in Germany is composed of light vehicles; the 
constant growth of distribution traffic, the changes implemented to obtain driver’s licenses 
and environment regulations have lead to a rapid increase of the number of these light 
weight vehicles. Furthermore, their primary function has also changed. For a long time now, 
these light weight trucks have not only been used to distribute small and lights packets, but 
also to deliver heavy, bulky merchandise, which is loaded and unloaded over ramps. In this 
case, the relatively low loading border of the light trucks represents an almost unsolvable 
problem. This is exactly where the tail-lift professionals come in to offer a worldwide unique 
solution: a new Sörensen tail-lift that “grows upon itself”. When the platform is horizontally 
positioned and level with the vehicle’s floor, it can be raised another half meter, so that 
even a small truck or a van can be loaded or unloaded on most common ramps without 
any additional gear. 
 

“Aim high” with the scissor lift 

In order to overcome the difference of levels between the vehicle’s floor and the ramp, a 
scissor lift was integrated into the platform of the new Sörensen tail-lift. The scissor lift is 
powered by an extra cylinder and, just like the platform itself, lifts up to 750 kg. Due to its flat 
design, the scissor system disappears safely and protected into the triangular torsion crate 
on the rear side of the platform when not in use – without modifying the height of the torsion 
cradle so that the floor angle of the platform remains the same. For loading operations on 
ramps, the platform is first lifted horizontally as usual to the vehicle’s floor. Then, the scissor lift 
raises the platform up to 520 mm to the ramp’s level. The load can now be easily driven 
from the ramp onto the platform and into the vehicle. Loading and unloading the vehicle 
from the floor is performed like with any other standard tail-lift. Thanks to its versatility, the 
Sörensen tail-lift with integrated scissor lift is a very strong partner for any application. 
 

Comfortable operation in any position 

The low loading border of small trucks also represents a special challenge for drivers when 
they have to operate the tail-lift. As the control boxes of most vehicle models are mounted 
directly under the body, they are positioned so low that the driver has to squat each time 
he wants to load or unload the vehicle. This represents a tremendous burden for the driver 
when operating the tail-lift several times per day. Usually, the only remedy to this situation is 
an expensive remote control, which can be bought as accessories.  
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At Sörensen’s, comfortable operation is standard, as all Sörensen tail-lifts are fitted with the 
Sörensen control panel. It is only 5 mm thin and can be mounted at chest height directly on 
to the vehicle’s body to ensure an ergonomic operation. It also has the advantage of 
featuring robust push-buttons. These avoid additional costs for repairing broken levers to the 
vehicle’s owner. In addition to the control panel, the Sörensen tail-lift with integrated scissor-
lift is equipped with a cable remote control. It operates the scissor lift and lifts and lowers 
the platform from the street to the vehicle floor and vice-versa. 
 

Maximum stability and minimum weight 

Their absolute best-seller was chosen by the tail-lift professionals from Hamburg as a base for 
the new X1A 750HL. The lifting mechanism is identical to the 750 kg Sörensen tail-lift, known 
worldwide for its efficiency and unmatched payload advantages. Thanks to the patented 
X1-Technology, Sörensen represents a weight of only 168 kg for a capacity of 750 kg. The 
success secret of the 2-cylinder technology can be found in the compact design and the 
use of highly modern materials. The resulting payload advantage is especially important for 
small trucks, as each kilo saved in terms of the tail-lift weight increases the possible load of 
the vehicle thereby translating into actual cash!  
While developing the scissor lift, Sörensen also focused on its low weight. The result can be 
seen: the total weight of the tail-lift only increases by 95 kg, so that the X1AH 750 SL is, with a 
system weight of only 263 kg, a real lightweight. 
 

A matching solution for each necessity 

Small trucks are often used with a trailer in order to increase their transportation capacity. In 
this case, a tow ball system can be ordered in addition to the scissor tail-lift. The patented 
tow ball system can be mounted easily and can be retro-fitted. If requested, the tail-lift can 
be additionally fitted with mechanical or hydraulic support stands. These are used to 
protect the vehicle frame and freeze the vehicle’s level while loading, thus avoiding the 
danger of chassis compression when the load is applied. 

Furthermore, those who wish to load vans from ramps will find a matching solution at 
Sörensen’s. For this vehicle group, the tail-lift manufacturer from Hamburg offers its X1A 600E 
“AH-version”. The lift has a capacity of 600 kg and is also equipped with a scissor lift which 
raises the platform 520 mm above the vehicle’s floor. As is the case with all Sörensen tail-lifts, 
both versions successfully underwent the extensive quality tests, such as 80.000 fully loaded 
cycles and were tested by the TÜV and certified by the KBA. 


