
 

 

Small lift conceals bigger one: 

Innovative article for small commercial vehicles: a foldable tail-lift for vans with a capacity up 

to 600 kg and free access to the loading area. 
 

We see them more and more in tows and on highways – due to the new driver license regula-

tions, small commercial vehicles and vans are on the rise on Germany’s roads. Furthermore, 

due to their size, they are much more agile and are therefore much more practical for cities. 

No wonder trucks are now being replaced by their “smaller brothers”. The consequence is that 

smaller vans are not only used to transport light freight the driver can carry himself. What is to 

be done if the need arises to transport heavy goods, pallets or roll containers?  

To solve this problem, tail-lift manufacturer Sörensen now offers – literally – a “light solution”; a 

special tail-lift for vans that only weighs 195 kg and has a capacity of up to 600 kg. When not 

in use, the platform stays upright behind the left rear door. To use the tail-lift, the platform is 

simply unfolded once it is positioned horizontally, thereby becoming a sturdy partner for daily 

use. While loading or unloading, the platform’s roll-stop keeps the load safely in its place.  

While designing the X1A 600 F, special focus was put on efficiency and comfort of use. The 

vehicle can be loaded and unloaded without using the tail-lift through the right rear door at 

any time. A footboard allows the driver access the cargo area. The lift is operated with a 5 

mm thin control panel, which can be mounted at chest height on the outer body of the 

vehicle or even on the inside panel of the right rear door. The latter is especially practical, as 

the driver can always oversee the tail-lift. The control panel itself is extremely resistant to the 

influence of weather influence thanks to its piezo technology. After all, Sörensen tail-lifts are 

known for their low life-cycle-costs, thanks to high product quality and by reducing the 

number of components. The optimal use of high quality materials also explains the low weight 

of Sörensen tail-lifts. Therefore, the behavior of the vehicle on the road is not influenced by the 

additional lifting device and payload is at its minimum. High clearance from the ground was 

also taking into consideration, in order to cross speed bumps without any danger to the 

vehicle. To use this tail-lift with a trailer, the corresponding console can simply be ordered 

together with the lift. It is bolted and can easily be retro-fitted. Operating the tail lift is not 

hindered since the platform is cut out where it meets the trailer console. 

Fast and easy assembly of the lift is also a great advantage – no body work whatsoever is 

necessary, and, due to the intelligent design by Sörensen’s developers, there is no need to 

mount a platform stopper onto the vehicle. Thanks to the adapters delivered with the lift, the 

latter can be mounted on all standard vehicles. 


